








FIXED CENTRAL COVER
Inspection and maintenance of 

main valve, swivel joint, swing motor

FLAT-OPENING RIGHT TAIL HOOD
Maintenance of main pump, pilot fi lter

UP-TURNING MIDDLE TAIL HOOD
Maintenance of engine, compressor, air fi lter, oil 

fi lter, fuel fi lter
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Easy Maintenance and Service

Did you know?
Operators and maintenance teams can enjoy a machine that has been designed, prototyped and then disassembled 

– in the spirit of reverse engineering– to facilitate all service and maintenance operations

Easy access to covers
Full-opening cover, detachable platform enclosures – all maintenance parts can be easily accessed from the ground for 

convenient maintenance and replacement (without removing excessive or irrelevant parts).
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04 LATERAL-OPENING RIGHT UPPER COVER
Refueling, maintenance of fi lter element of

hydraulic oil tank, battery disconnect switch

FIXED RIGHT FRONT WALL
Refueling pump, grease gun

FLAT-OPENING LEFT TAIL HOOD
Maintenance of expansion tank, electric devices, 

radiator condenser, drier

01 05

06

Cab monitoring 
Double electro-hydraulic proportional joysticks as standard confi guration – to operate 

various attachments fl exibly, conveniently and quickly. 
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Dealers all over Europe, UK 
and Middle-East
Dealers are at the heart of SUNWARD’s passion for 

continuous improvement. Our dealers’ knowledge is a 

real asset – their feedback from serving local market 

needs enhances our engineering and design innovations. 

Sunward’s innovations create value – for machine 

operators and, ultimately, for our dealers. 

Sunward provides Best Value for Money products to 

dealers and operators in a number of ways, especially 

through our Dealers’ Parts Warehouse (DPW).

SUNWARD’s European headquarters are strategically located in Beringen, Belgium, in the heart of Europe: 45 minutes from Brussels 

International Airport and 60 minutes from the port of Antwerp.

Machines & Parts – 
Readily available
From its Beringen headquarters, SUNWARD Europe 

can ensure rapid delivery of machines and spare-

parts everywhere in Europe. Sunward machines 

and parts enjoy exceptional availability. Machines 

can be delivered very quickly from local dealers, 

and Sunward machine operators benefi t from 

quick and easy access to a large parts distribution 

center in Beringen. SUNWARD Europe guarantees 

an availability rate of 95% for its spare parts.

Direct Support within Europe

PARTS CAN BE DELIVERED 
WITHIN 24 HOURS
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STANDARD EQUIPMENT OPTIONAL EQUIPMENT

CAB

AM/FM radio •
Cup holder •
Seat with shock absorber. •
Air conditioner •
Engine meso-position start system •
Retractable harness •
FOPS/TOPS cab •
Windscreen washer and wiper •
Rearview mirror •
Cigar lighter •
Safety device of front windscreen •

FRONT  
WORKING  
DEVICES

680 mm bucket •
1 680 mm arm •
2 100 mm arm •
Crushing piping •
Attachment piping •
Hydraulic quick hitch •

TRACK
450 mm rubber track •
450 mm steel track •

ENGINE

Oil filter •
Fuel filter •
Fuel-water separator •
Air filter •
Radiator •
Alternator •
Expansion tank •
Electronic fuel pump •
Muffler •

HYDRAULIC  
SYSTEM

Hydraulic pilot control •
Parking-upon-swing brake •
Parking-upon-traveling brake •
Dual-speed traveling system •
Automated gear shift system •
Left and right electro-hydraulic proportional joystick •
Boom safety valve •
Arm safety valve •
Dozer blade safety valve •
Operating mode switching valve •
7 auxiliary lines •

LIGHTS

Boom light •
Front cab light •
Warning light •

EQUIPMENT
The standard and optional equipment varies from country to country. For more information, please contact us.
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DIMENSIONS

Overall dimension (L × W × H) 6 494 × 2 250 × 2 735 mm

A Length to center of rollers 2 270 mm

B Total track length 2 900 mm

C Ground clearance of platform 800 mm

D Platform tail slewing radius 1 430 mm

E Shipping length 6 494 mm

F Track width 450 mm

G Chassis clearance from the ground 380 mm

H Track height 678 mm

I Shipping width 2 250 mm

J Cab roof height 2 735 mm

K Upper-carriage width 2 220 mm

MACHINE 
WEIGHT

with rubber track 8 750 kg

with steel track 8 900 kg

PERFORMANCE

Standard bucket capacity 0.26 m3

Digging force (bucket) (ISO) 63.5 kN

Digging force (arm) (ISO) 38 kN

Maximum traction force 60 kN

Slew angle (boom) R60/L62 °

Traveling speed (Max/Min) 4.7/2.7 km/h

Gradeability 35 °

Ground pressure 35.4 kPa

Swing speed 11.2 rpm

ENGINE

Brand YANMAR

Model 4TNV98C

Type 4-cylinder, 4-stroke, water cooling

Displacement 3.319 L

Power/speed (gross/net) 46.2/2200 kW/rpm

Fuel tank capacity 125 L

HYDRAULIC

Type 1 variable piston pump

Displacement 160 L/min

Pressure of main relief valve 28 MPa

Hydraulic tank capacity 80 L

TECHNICAL PARAMETERS DIMENSIONS	
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WORKING 
RANGE

a Max. cutting height 7 290 mm

b Max. unloading height 5 245 mm

c Max. digging depth 4 545 mm

d Max. vertical digging depth 3 485 mm

e Max. digging reach 7 445 mm

f Max. digging reach at ground level 7 270 mm

g Max. lift height of the dozer blade 415 mm

h Max. digging depth of the dozer blade 515 mm

i Swing radius (min.) 2 765 mm

Dozer blade length × width 2 260 × 450 mm

LIFTING CAPACITY
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Notes:
1.  �Load with * is limited by hydraulic capacity and based on ISO 10567. Rated loads do not exceed 87% of hydraulic capacity.
2. �Load without * is limited by tipping load and based on ISO 10567. Rated loads do not exceed 75% of tipping capacity.
3. �A: distance from center of rotation to perpendicular of weight; B: distance between bucket hinge pin and ground level.

Lift Point 
Height

Lift Point radius (MIN) Lift Point radius (3.0m) Lift Point radius (4.0m) Lift Point radius (5.0m) Lift Point radius (MAX)

Over-front (kg) Over-side (kg) Over-front (kg) Over-side (kg) Over-front (kg) Over-side (kg) Over-front (kg) Over-side (kg) Over-front (kg) Over-side (kg)

5.0 — — — — 2 219* 1 492 — — — —

4.0 — — — — 2 299* 1 508 — — — —

3.0 — — — — 1 873* 1 477 1 740* 1 102 — —

2.0 — — 3 631* 2 242 2 313* 1 603 2 002* 1 037 1 789* 723

1.0 4 749* 2 158 3 134* 2 013 2 326* 1 435 1 953*    991 1 895* 693

0.0 — — 3 737* 1 829 2 637* 1 343 2 113*    945 1 971* 700

-1.0 — — 3 595* 1 768 2 734* 1 313 2 068*    903 2 064* 788

WORKING RANGE
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DEALER CONTACTS

SUNWARD EUROPE HEAVY INDUSTRY N.V
Nijverheidsark 3, 3580

Beringen

Belgium

+32 (0) 11 43 46 66

info.eu@sunward.cc

www.sunwardeurope.com

Specifi cations may change and this brochure may not refl ect the latest specifi cations. Photographs in this brochure may not refl ect market confi guration. Please consult your dealer to confi rm specifi cations and confi gurations. 

All rights of this brochure are reserved to Sunward International Sales. Please consult the operator’s manual before use of any Sunward equipment.

Sunward has one or more dealers 
in each of these      countries.
Please check our website for our current list of dealers.
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